
Tri -Star Glove
High Performance Gloves & Personal Protective Products 

 Product Description

By listening to the needs of the glass industry, Tri-Star 
Glove created the first lightweight cut and puncture 
resistant garment with 360º neck protection.   
 
Tri-Star Glove designed this one-piece cape/apron with 
employee safety, convenience, and usability in mind.

The TSG-566-AS includes:  

• A large Ara-shield® patch for additional abrasion  
protection and durability 

• 3M™ Scotchlite™ high-visibility vertical striping 

• 100% virgin Twaron® fiber and CutPro® Vintage #366 
fabric 

• The 360º collar with hook and loop closure for a secure 
and comfortable fit with brass snap closures below the neck. 

• Top of the collar is a high-visibility yellow. 

• Inherent flame resistant (IFR) Twaron® mesh on the back 
for safety and employee comfort. 

• Twaron® blend ribbed cuffs with thumb-holes for safety. 

• 100% cotton web belt with a black nylon buckle around 
the back of the waist. 

• The TSG-566 is highly-adaptable to solving many safety 
needs, including customized lengths and designs.  

• Will not burn, melt, or drip.

Tri-Star Glove customizes garments for your industry needs. 
customerservice@tri-starglove.com | tri-starglove.com | 800-832-7101

Cut and Puncture Protection 
TSG-566-AS Series

Made
in the
USA



 Technical Specifications

NOR*FAB CutPro® Vintage #366
Fabric Style = 10TT366-60-00 

Base Fabric = Twaron®/Stainless Steel Wire
 
Color/Appearance = Yellow with stripe
 
Weave Style = Twill
 
Weight oz/yd2 = 9.5 +/-7%
 
Fabric Thickness, inches = .026 +/-.005
 
Tensile Strength ASTM D5034,  
(Grab) (W&F), Lbs. = 500 x 400
 
Cut Performance Test (ASTM F 1790-05) CPPT (g.) = 3129 
Cut Resistance (ANSI/ISEA 105-2011) = Level 4
 
Puncture Resistance Test EN 388 (N) = 83
Puncture Resistance ANSI/ISEA 105-2011 = Level 3

Abrasion Resistance Test  ASTM D3884-09  
(Taber; H18 wheel; 500 g, wt.) = 600 cycles

Abrasion Resistance  
(ANSI/ISEA 105-2011) = Level 2 
 
All data intended as general information and no warranties, 
guarantees, or claims of  tness for use are expressed or 
implied by AMATEX or NOR*FAB Corporations. 

TenCate Ara-shield®

Fabric Weight = 16.0 oz/yd2

 
Trapezoidal Tear Strength (lbs) 
ASTM D 5587
Initial (warp x fill) = 20 x 10 
After 5 launderings warp x fill) = 18 x 6
NFPA 1971 requirements = 22.0 min

Flame Resistance
ASTM D 6413
Char Length (inches) - Initial (warp x fill) = < 0.5 x <0.5 
NFPA 1971 Requirements = 4.0 max 
Char Length (inches) - After 5 launderings 
(warp x fill) = < 0.5 x <0.5
After flame in seconds (warp x fill) = <1.0 x <1.0
NFPA 1971 Requirements = 2.0 max 
 
Laundry Shrinkage (%)
AATCC 135 
After 5 launderings (cotton sturdy cycle) (warp x fill) =  
<2.5 x <2.0 
NFPA 1971 Requirements = 5.0 max 
 
Heat and Thermal Shrinkage (%) 
NFPA 1971 
(500ºF at 5 minutes) - Initial (warp x fill) = <1.0 x <1.0 
After 5 launderings (warp x fill) = <1.0 x <1.0 
NFPA 1971 Requirements = 10.0 max

 Product Details

The TSG-566-AS is available in sizes small through 5XL. 
 
NOTE: This garment is constantly evolving to protect against new threats. There are many options involving 
designs and lengths. Please call or email for details and customization options.

Tri-Star Glove believes in offering excellent value by delivering domestically produced, high-quality hand and 
body protection in a timely manner.

Tri-Star Glove is headquartered in Plainville, Indiana. 

Our products are made in the U.S.A. 
Please contact us at 800.832.7101


